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Passport and instructions for assembly and operation for "RUBY Pro 4m" greenhouse extension. 
Extension 2 m, pipe 40x20 and 20x20, spacing between arcs 0.65 m. 

INSTRUCTIONS FOR ASSEMBLY AND OPERATING INCLUDE THE FOLLOWING APPENDIXES: 

Appendix 1. Pictures and diagrams. 
. 
 

1. SAFETY INSTRUCTIONS. 

1.1. Before assembling and installing the greenhouse, 
PLEASE READ these instructions CAREFULLY. 
1.2. During assembly and installation, be careful and observe 
safety precautions when working with tools. 
1.3. It is recommended to assemble and install by specialists 
in the amount of at least 2 people. To avoid injury, the se-
cond person must insure the first one while fixing the upper 
guides, arcs, as well as other elements of the greenhouse, if 
it seems appropriate to you. 
1.4. Do not carry parts from the kit, polycarbonate sheets, 
and foundation elements alone if they seem heavy to you. 
1.5. In case of injury during assembly and installation, imme-
diately provide first aid to the injured, and also contact the 
nearest medical center. item or call an ambulance. 

2. GREENHOUSE ASSEMBLY TOOLS. 

Greenhouse assembly is performed by at least 2 people in 
calm weather with the following tools: 

1) Shovel 

2) Phillips screwdriver 

3) Spanner 10 mm 

4) Screwdriver with 8 mm and 10 mm hexagonal end bits  

5) Construction knife 

6) Construction level 

7) Cord for measuring diagonals 

8) Tape measure 6 m 

9) Hammer 

3. KITTING OF PARTS FOR ASSEMBLY. 

The kit includes everything you need for assembly, as 
well as detailed illustrated instructions. You can assemble a 
greenhouse no worse than a professional. 

The greenhouse extension frame consists of 3 packag-
ing units: 
1) Bundle with greenhouse extension bottom and purlins - 1 
pc 
2) Bundle with parts of greenhouse extension arcs - 1 pc 
3) A package with fittings, fasteners and a passport with in-
structions for installation - 1pc. 
Kitting of the rest parts for the greenhouse frame 

No. Part name 
Quantity 

Distance Between 
arches 0,65 m 

1 Lower bottom 2 pcs 
2 Upper purlins 40х20 15 pcs 
3 Side pillar 6 pcs 
4 Upper part of the arch 3 pcs 
5 Angle 6 pcs 
6 T-shaped connector  2 pcs 

7 Bolt М6х35 60 pcs 
8 Nut М6 60 pcs 
9 Self-tapping screw with a flat 

cap 4,2х14 
16 pcs 

10 Self-tapping screw 4,5х80 4 pcs 
11 Screw М5х70 12 pcs 
12 Nut М5 12 pcs 
13 Washer М5 16 pcs 
14 Roofing self-tapping screw 74 pcs 
15 Crab system X-shaped plate 

20x20 
30 pcs 

16 Galvanized band 4.5 m 3 pcs 

In the case of delivery of a greenhouse extension com-
plete with a polycarbonate cover, in addition, the delivery set 
includes a polycarbonate with a size of 2.1x6 m - 2 sheets, 
rolled into a roll with a diameter of 1.0 ~ 1.4m. 

ATTENTION!!! When installing an extension of 2 m on 
a greenhouse 4 m long, you can use the rest of the poly-
carbonate (Instruction for assembling the greenhouse "RU-
BY Pro 4m", Section 8 "Installation of polycarbonate") and 
order additionally only one sheet of polycarbonate 2.1x6 m 
(Fig. 3). 

If the remainder is not preserved for some reason, 2 
sheets of polycarbonate will be required for extension. 

The manufacturer allows design and configuration 
changes that do not impair the consumer qualities of the 
product. 

4. EXTENSION ASSEMBLY 

4.1. A general view of the assembled greenhouse exten-
sion frame is shown in Fig. 1. 

NOTE! The exact overall dimensions of the greenhouse 
extension frame: width - 3980 mm, length - 2000 mm, 
height - 2550 mm. 

4.2. When installing a greenhouse extension to an al-
ready installed greenhouse, dismantle the polycarbonate 
sheet by unscrewing all the fixing screws. Remove the gable 
by loosening the "Crab" fastener bolts at the purlins and self-
tapping screws with flat caps from the bottom. In the area 
where the greenhouse extension is to be installed, level the 
ground so that the height of the irregularities is no more than 
5 cm, and the level of the extension base coincides with the 
level of the greenhouse bottom. 

4.3. Connect the bottoms of the extension to the green-
house bottoms (Fig. 1 Callout B) through the T-shaped con-
nector. 

4.4. Assemble the arches. To do this, connect the joints 
of the upper part of the arch and the side pillars (Fig. 2) and 
fasten with two M5x70 screws (Fig. 2, Leader A) on each 
side of the arch. 

Assemble the rest of the arcs. 
4.5. On the side pillars, use a construction marker to 

make marks for attaching the purlins at a height of 101-102 
cm from the bottom of the pillar. 

4.6. Place the arches (Fig. 1 Callout D) on the base. 
Fasten the arches with purlins using the "Crab" fastening 
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system (Fig. 1 Callout A). Install the gable (Fig. 1 Callout 
C). Fasten with angles. 

4.7. After assembling the frame, check its verticality with 
a level and, if necessary, align the position of the frame with 
the surface. If necessary, align the diagonals of the frame, 
check the tightness of all screws. 

4.8. Remove the protective film from the polycarbonate 
and, for convenience, mark the front side with UV protection 
with a marker (the side is marked with the corresponding 
information). Lay a sheet of “ROOF” polycarbonate (Fig. 3, 
4) on top of the arcs and gable up. The edge of the sheet 
should protrude above the upper part of the gable, forming a 
visor of 4-5 cm. Secure the laid material with roofing screws 
through the galvanized band at the edges of the roof. 

NOTE! Before placing the galvanized band, we rec-
ommend covering the edges of the polycarbonate with an 
U-shaped End profile (not included in the delivery set, ask 
for an End profile in the sales department). To prevent 
condensation from collecting in the honeycomb, we rec-
ommend drilling two holes in the profile with a thin drill. 

4.9. Attach polycarbonate sheets "SIDE 1" and "SIDE 2" 
(Fig. 3, 4) with roofing screws on the sides of the greenhouse 
with the right side out. Polycarbonate should not protrude 
beyond the gables by more than 2-3 cm. Holes are provided 
for fixing the side sheets on the greenhouse frame. 

Before fastening the sheets, we also recommend cover-
ing them from above with an U-shaped end profile (the end 
profile is not included in the delivery set). 

9. REQUIREMENTS FOR OPERATION  

CONDITIONS.  

9.1. The greenhouse can withstand significant snow and 
wind loads. In the case of a snow cap with a height of more 
than 15 cm, it is recommended to clean the greenhouse from 
snow. 

ATTENTION!!! It is NOT SAFE to enter the greenhouse 
with a snow cap. If necessary, clean the greenhouse from 
the outside, not by “tapping” from the inside of the green-
house. 

When snowdrifts 1 m or more in height are formed adja-
cent to the walls of the greenhouse, they should be cleared. 

9.2. The greenhouse is designed for a crosswind with a 
speed of no more than 20 m / s. 

9.3. In the presence of strong winds (when installing the 
greenhouse on a beams), it is necessary to provide for addi-
tional fastening to the ground of the greenhouse with a foun-
dation (for example, secure it with metal pins driven into the 
ground). 

ATTENTION!!! In strong winds, it is necessary to close 
the doors and vents of the greenhouse to prevent the poly-
carbonate from falling off. 

9.4. The assembled greenhouse must be installed on a 
previously prepared flat tamped surface along the perimeter 
of the bottom of the greenhouse 

9.5. Installation on frozen ground is prohibited. 

9.6. Greenhouse installation should be carried out strictly 
according to the instructions. 

ATTENTION!!! It is forbidden to use sulfur bricks and 
fertilizers inside the greenhouse that can cause the de-
struction of the zinc coating and corrosion of the metal. 

9.7. It is forbidden to install the greenhouse near build-
ings where snow or icicles can fall from the roof onto it. 

9.8. It is forbidden to install the greenhouse less than 2 m 
from fences and walls. 

NOTE! During operation, slight traces of corrosion may 
appear on the frame. They do not affect the strength of the 
greenhouse and are not a significant disadvantage. 

On a greenhouse in the "Decor" version, up to 5% of 
unpainted surface is allowed. 

10. STORAGE REQUIREMENTS OF 

DISASSEMBLED GREENHOUSE 

10.1. These requirements come into force if the acquired 
greenhouse is stored unassembled for a period of more than 
three days. 

10.2. Greenhouse components (including polycarbonate) 
should be stored in a place protected from rain, snow, direct 
sunlight, open flames and corrosive chemicals (alkaline 
solutions, chlorine, ethers, aldehydes, organic acids, etc.) 

10.3. Avoid situations when parts of greenhouses lie in 
puddles for a long time or freeze in ice. 

11. WARRANTY 

11.1. The warranty applies to the strength of the frame, 
subject to the requirements and standards described in the 
passport frame greenhouse. 

11.2. The manufacturer guarantees the assemblability of 
the greenhouse frames. Warranty on the assemblability of 
the frame - 2 years from the date of purchase. 

11.3. The manufacturer guarantees the specified strength 
of the frame of the greenhouse in accordance with external 
influences. 

11.4. The frame warranty does not apply if: 
- The assembly and installation of the greenhouse was 

not 
carried out in strict accordance with the requirements of 

the assembly instructions. 
- There were violations of unassembled storage 

requirements. 
- The rules for operating the greenhouse were violated. 
- The greenhouse was used for other purposes. 
- Changes were made to the design of the greenhouse 

that were not recommended by the manufacturer. 
- The greenhouse was deformed due to soil displace-

ment. 
- The greenhouse was damaged by a hurricane, flood or 

other natural disasters. 
- The greenhouse was installed near houses and struc-

tures, fences, trees from which ice formations, snow, and 
other objects may fall or fall off. 

11.5. Warranty obligations apply only if the greenhouse is 
installed on the foundation recommended by the 
manufacturer. 

 
GREENHOUSE FACTORY reserves the right to make 

changes to the design of the greenhouse that do not impair 
its consumer qualities. 
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